
WRANGLER ENFORCER ™ MT
OUR RUGGED OFF-ROAD TIRE PURPOSE-BUILT FOR HMMWV 
MILITARY APPLICATIONS (THIRD-GENERATION)

MISSION•READY

ENHANCED SIDEWALL TOUGHNESS: 
Durawall® technology in the sidewall helps resist sidewall cuts and 
punctures. 

IMPROVED ON-ROAD HANDLING AND OFF-ROAD  
PUNCTURE RESISTANCE: 
Optimized tread design for improved on-road handing performance.
Three-ply sidewall construction and high-tensile steel belts offer 
puncture resistance in off-road terrain.

AGGRESSIVE OFF-ROAD TRACTION ON MUD, DIRT, SAND, ROCK 
AND SNOW: 
An innovative tread compound combined with staggered shoulder blocks 
help grip the road and perform across all terrains and weather types.



WRANGLER ENFORCER™ MT AVAILABLE SIZES

©2020 The Goodyear Tire & Rubber Company. All rights reserved. 

For more information go to, goodyear.com/gov 

SAE J2014 QUALIFIED PLATFORMS INCLUDE:
• M997A3 • M1152 •  M1151 (Up Armored)

MISSION CRITICAL PERFORMANCE FROM GOODYEAR

ASK ABOUT GOODYEAR MILITARY TIRES FOR ALL PAYLOAD AND MISSION REQUIREMENTS:

PROTECTION   I  PAYLOAD   I  PERFORMANCE
Goodyear military tires provide innovations no one else can - for mobilization advantages no one should do without.

Sales:
MAYLON CARROLL
Military Account Executive
330-796-5077
Maylon@Goodyear.com

OE Engineering:
DAN SHY
Senior Military Applications Engineer
330-283-3817
Daniel_Shy@Goodyear.com

Sustainment Engineer:
JOHN WARCHOL
Senior Manufacturers Representative
330-796-2010
John.Warchol@Goodyear.com

NSN Size
Tread                                                                         

LI Single/Dual/Speed
Load Range 
(Ply Rating)

Goodyear Part 
Number

Overall 
Diameter

Overall 
Width Weight

Static 
Loaded 
Radius

Revs Per Mile / 
Per km

Tread 
Depth

Recommended 
Measuring and 
Optional Rims 

(in)

Running 
Condition

Max Load & 
Pressure Max Speed Footprint Area 

Single or Dual 
Mount

ENGLISH                  
lb @ 
psi

METRIC          
kg @ 
kPa

ENGLISH                 
mph

METRIC 
kph

ENGLISH                 
in2

METRIC 
cm2

2610-01-541-4090
37x12.50 

R16.5
127 / NA / N

D                  
(8 ply)

779-026-859

36.6 in 12.4 in 82 lbs 16.7 in 568 19/32nds

Measuring 8.25 
Optional 9.75

Highway S 3,850 
@ 50

1,745 
@ 350 87 140 89 575

Highway D - - - - - -

930 mm 315 mm 37 kg 424 mm 353 15 mm

Cross Country S 3,850 
@ 38

1,745 
@ 260 40 65 98 635

Mud and 
Sand

S 3,850 
@ 32

1,745 
@ 220 12 20 108 699

2610-01-563-8328
37x12.50 

R16.5
133 / NA / N

E                 
(10 ply)

779-025-859

36.6 in 12.4 in 82 lbs 16.7 in 568 19/32nds

Measuring 8.25 
Optional 9.75

Highway S 4,540 
@ 65

2,060 
@ 450 87 140 77 497

Highway D - - - - - -

930 mm 315 mm 37 kg 424 mm 353 15 mm

Cross Country S 4,540 
@ 45

2,060 
@ 310 40 65 99 637

Mud and 
Sand

S 4,540 
@ 38

2,060 
@ 260 12 20 109 702

FULLY COMPATIBLE WITH GOODYEAR WRANGLER MT/R  
FOR MIXED APPLICATIONS


